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HUTCH 27-ID-F PROCUREMENT ASSY

PD-HEX-HU-1600 C
DRAWING/PART NUMBER REVISION

SHEET           OF1 2 

DRAWN BY

CHECKED BY

VACUUM
APPROVAL
ENGINEER
APPROVAL

SUPERVISOR
APPROVAL

J.FABIJANIC

E
WBS#

DIMENSIONAL TOLERANCES
 

 X. ` 0.060
.X ` 0.030

.XX ` 0.015
.XXX ` 0.005

ANGULAR TOLERANCE
 

` .5~
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PROJECTION

7/13/2018

BROOKHAVEN NATIONAL LABORATORY
BROOKHAVEN SCIENCE ASSOCIATES

UPTON, NEW YORK 11973
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Exploring Life's Mysteries, 
                          Protecting its Future

125

ESH&Q
RISK LEVELNEXT ASSY:

QA APPROVAL

PHOTON DIVISION

HEX BEAMLINE, HUTCH
R.GAMBELLA 7/2018

N/A N/A

M.LUCAS 7/2018

A.BROADBENT 7/2018

L.STIEGLER 7/2018

J.ZIPPER 7/2018

7.5.04.01 A1PD-HEX-HU-1000

REVISION HISTORY

REV DESCRIPTION DATE DESIGNER CHECKED BY ENGINEER

A RELEASE PER ECO-005541 7/2018 J.FABIJANIC R.GAMBELLA M.LUCAS
B REVSION PER ECO-005644 10/2018 A.DESANTIS R.GAMBELLA M.LUCAS
C REVSION PER ECO-005683 11/2018 J.FABIJANIC R.GAMBELLA M.LUCAS

BEAM DIRECTION

BEAM DIRECTION

BEAM DIRECTION

UTILITY FLOOR TRENCHES

BEAMLINE CENTER

LABYRINTH
USER LABYRINTH SLIDING DOUBLE DOOR

SEE REQUIREMENTS SHEET 2

ROOF AIR INLET HOLES

55.118 [1400.00]

(39.370 [1000.00]) (27.559 [700.00])

(23.622 [600.00])

(808.000 [20523.20])

(151.122 [3838.50])

(100.000 [2540.00])

UTILITY FLOOR TRENCHES

LABYRINTH

(n9.000 [n228.60])

1. DETAILS FOR THIS BEAMLINE ENCLOSURE ARE LOCATED IN THE DOCUMENT “TECHNICAL SPECIFICATIONS FOR THE 
NSLS-II High-energy Engineering X-ray (HEX) Beamline Shielding Enclosures Technical Specification”, 
NSLSII-27ID-SPC-00.

2. ENCLOSURE 27-ID-F IS A CONCRETE STRUCTURE THAT IS PART OF THE HEX SATELLITE BUILDING CONSTRUCTION 
AND IS NOT PART OF THIS LEAD HUTCH PROCUREMENT PACKAGE.  ONLY THE ASSOCIATED HARDWARE IS PART OF 
THIS PACKAGE.  HARDWARE INSTALLATION IS REQUIRED.  FOR INTERFACE DETAILS SEE THE FOLLOWING 
DOCUMENT: HDR ARCHITECTURE, INC., BROOKHAVEN NATIONAL LABORATORY, NATIONAL SYNCHROTRON LIGHT 
SOURCE II (NSLS-II), HIGH ENERGY ENGINEERING X-RAY BEAMLINE (HEX) BUILDING, DRAWING A-400, “INTERIOR 
ELEVATIONS”; DRAWING A-401, “EXP. HUTCH OPENING DETAILS”.  

(12.000 [304.80])

(26.000 [660.40])

(17.941 [455.70])

USER LABYRINTH USER LABYRINTH

EXHAUST LABYRINTH HOLE

(265.189 [6735.80])
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